
Model 401E 
Swingdown

Gage

he Model 401E Swingdown TGage provides automatic 
grinder control based on real-time 
workpiece size.  In applications 
where only one gage head is 
required, the 401E is typically 
used with a Model 760 Gaging 
Monitor.  Multiple 401E’s can be 
used with either a DGM900 series 
monitor or the DGM3000 
Monitor.  The gage can be applied 
to the workpiece automatically, 
through use of a hydraulic 
actuator, or  manually, with a 
spring assisted mount,  as shown 
in the picture to the left.

A n  e x t e n d e d  r a n g e  
version of the 401E called the 
401EX measures  mul t iple  
diameters within a .150” range. 
The Model 401EX is typically 
used for  gaging mul t ip le  
diameters on stepped shafts. 

Standard calipers are available 
for workpieces ranging in size from .25” 
to 7”.  A standard caliper measures 
smooth surface parts within a 1” range.
Two adjustable calipers are available:
one measures parts ranging from .37” to 
3”, the other measures parts ranging from 
1.75” to 6”.   The gage can also 
measure interrupted surface parts. On 
interrupted parts, a caliper dedicated to 
the specific part size is required.  Gage 
repeatability with a standard caliper is 
guaranteed to be .000040”.
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The 401E Provides Low Cost Automatic Grinder Contro l
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“The Best Decision”

Model 401E & 401EX
Swingdown Gage



MODEL 401E/401EX ELECTRONIC SWINGDOWN GAGE
Product Description: Operator or Auto-applied swing down gage with electronic output.  Normally used where auto-size control is
desired.  Used in conjunction with gage calipers (sub-section #209) and swing down mounts (sub-section #307or #504).

(TUBE POSITION “X”-most common)

Note:
Model 401E Swingdown Gage Useable Range……      .075"
Model 401EX Swingdown Gage Useable Range……   .150"
-001 sine connector provides better environmental sealing

GAGE PT. No. ITEM #1
(GAGE SUB-ASSY)

ITEM #2 -LVDT TYPE
(LVDT-SUB-ASSY.)

DIM.-
“A”

DIM.
“B”

023640, (-001 sine) 023075 TYPE-E #023314 / (023439) 7.50 5.25
023642 023075 TYPE-EX #023316 / (023439-001) 7.50 5.25
023660 023095 TYPE-E 9.50 7.25
023662 023095 TYPE-EX 9.50 7.25
023680 023115 TYPE-E 11.50 9.25
023682 023115 TYPE-EX 11.50 9.25
023700 023135 TYPE-E 13.50 11.25
023702 023135 TYPE-EX 13.50 11.25
023720 023155 TYPE-E 15.50 13.25
023722 023155 TYPE-EX 15.50 13.25
023740 023175 TYPE-E 17.50 15.25
023742 023175 TYPE-EX 17.50 15.25

Technical Data:
Repeatability Normal 40m" (1.0mm)
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